Dinkey Pro Dongle Range

Pro Lite Pro Plus Pro Net
Driverless v v v
Encrypt data passed v v v
to API
Automatic software v v v
protection
Strong anti-debug v v v
code
Smart Card v v v
technology
RSA and strong v v v
128-bit encryption
On-chip encryption X v v
of data
Secure data storage % v v
8 KB 8 KB
Remote updating of % v v
dongle parameters
Network support X X v
Licensing
Expiry dates X v v
Usage counters % v v
Control feature use % v v
Limit simultaneous X X v

network users
Technical Specifications

Operating systems Microsoft Windows: x86 and x64
macOS: x64 and Apple silicon
Linux: x86, x64 and ARM (Aarch32 and Aarch64)

Supported 4D, Ada, ASP.NET, AutoCAD, C, C++, Delphi, Filemaker, FORTRAN, FoxPro, Java,
technologies LabView, MATLAB, Microsoft Access, Microsoft Excel, .NET (C# and VB.NET), PDF
documents, PHP, Python, RealBasic, WinDev and Xojo.



Memory write cycles

Flash memory write
cycles

Data retention

Storage
temperature

Operating
temperature

Relative humidity
rating
Dimensions

Weight

Colour options

Customisation

Compliance

Lifetime free
technical support

5 year hardware
warranty

Pro Lite
N/A

N/A

>10 years

-20°C ~ +85°C

0°C ~ +70°C

0% ~ 95%

Mini: 19 x 17 X 7 mm

Standard: 50 x 16 X 8 mm

Mini: 2.5 g
Standard: 5 g

Mini: Black/blue, black/
green
Standard: Green, blue,
bronze

Mini: Lanyard, foam insert
Standard: Labels,
lanyard, foam insert

CE, FCC, RoHS and
REACH

v

Pro Plus
>1,000,000

N/A

>10 years

-20°C ~ +85°C

0°C ~ +70°C

0% ~ 95%

Mini: 19 x 17 X 7 mm
Standard: 50 x 16 Xx 8 mm

Mini: 2.5 g
Standard: 5 g

Mini: Black/blue, black/
green
Standard: Green, blue,
bronze

Mini: Lanyard, foam insert
Standard: Labels, lanyard,
foam insert

Certification and Guarantees

CE, FCC, RoHS and
REACH

v

© 2025 Microcosm Ltd.

Pro Net
>1,000,000

N/A

>10 years

-20°C ~ +85°C

0°C ~+70°C

0% ~ 95%

Mini: 19 x 17 x 7 mm
Standard: 50 x 16 x 8 mm

Mini: 2.5 g
Standard: 5 g

Mini: Black/blue, black/
green
Standard: Green, blue,
bronze

Mini: Lanyard, foam insert
Standard: Labels, lanyard,
foam insert

CE, FCC, RoHS and
REACH

v
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